
Voltage Code for Pilot Lamps

Voltage 12V 24V 48V 110V 220V 240V 380V 415V
DC JD BD ED FD MD - QD ND
AC JA BA EA FA MA UA QA NA

LED Type Pilot Lamp Type of voltage AC / DC to be specified 

Pilot Light with integral circuit LED, suitable for operating 
at common Voltage AC/DC 110V, 48V, 4V &1V 

Also available at operational Voltage  
40V AC, 0V DC 110V AC, 110V DC

RCB-BVL73 RCP-BVL73
RCB-BVL74 RCP-BVL74
RCB-BVL75 RCP-BVL75
RCB-BVL77 RCP-BVL77
RCB-BVL78 RCP-BWL71
RCB-BVL76 RCP-BWL78

- RCP-BWL76

Pilot Lamps with Series Resistor & Diode

Pilot Lamp (with BA9S Filament bulb 130V) 0V AC / DC

RCB-BVD71 RCP BVD71
RCB-BVD73 RCP-BVD73
RCB-BVD74 RCP-BVD74
RCB-BVD75 RCP-BVD75
RCB-BVD76 RCP-BVD76
RCB-BVD77 RCP-BVD77

Pilot Lamps with Series Resistor

Pilot Lamp (with BA9S Filament Bulb 130V) 0V AC / DC

RCB-BV71 RCP-BV71
RCB-BV73 RCP-BV73
RCB-BV74 RCP-BV74
RCB-BV75 RCP-BV75
RCB-BV76 RCP-BV76
RCB-BV77 RCP-BV77

Pilot Lamp (with BA9S Filament Bulb) for Input Voltage: 
40V AC and output Voltage: 6VAC

RCB-BV41 RCP-BV41

RCB-BV43 RCP-BV43

RCB-BV44 RCP-BV44

RCB-BV45 RCP-BV45

RCB-BV46 RCP-BV46

RCB-BV47 RCP-BV47

Pilot Lamp (with BA9S Filament Bulb) for input Voltage: 
110V AC and output Voltage: 6V AC

RCB-BV31 RCP-BV31

RCB-BV33 RCP-BV33

RCB-BV34 RCP-BV34

RCB-BV35 RCP-BV35

RCB-BV36 RCP-BV36

RCB-BV37 RCP-BV37

Pilot Lamps 

Description
Reference

Metallic Polycarbonate

Integrated LED Pilot Lamp - Type of voltage AC/DC to be specified

Integral LED pilot Lamp suitable for operating at common 
voltage  AC/DC 110V, 48V, 4V & 1V

Also available at operational voltage 40V AC, 0V DC, 110V 
AC, 110V DC 

RCB7-IVL73 -

RCB7-IVL74 -

RCB7-IVL75 -

RCB7-IVL77 -

RCB7-IVL78 -

RCB7-IVL76 -

RCB7-IVL71 -

Wide range: 1V~40V AC/DC

RCB7-IVL73 -

RCB7-IVL74 -

RCB7-IVL75 -

RCB7-IVL77 -

RCB7-IVL78 -

RCB7-IVL76 -

RCB7-IVL71 -

22.5mm Push Button: Metallic & Polycarbonate

Control & Signalling Devices


