GROUNDING J__

GENERAL PRODUCT CATALOG

TH/ TH-R GROUNDING CLAMPS

2.2. GROUNDING CLAMPS

Purpose: Connection between ground rod and cable.
Suitable for COPPERSTEEL or copper cables.

Characteristics: Tightening connection. High electrical
conductivity and corrosion resistance.

Application: Grounding systems in general (power distribution
systems, grounding grids, residential, building and industrial
grounding, grounding in telecommunication networks).

Material: Bronze clamp, copper alloy (TH-R) or copper alloy
clamp, electrolytic zinc plated steel fittings (TH).

‘ c2 ‘ Application Tool: Spanner set or open-ended wrench.
*Only TH-R
Ground Rod . .
e Nominal Diameter Conductor Dimensions (mm)
Code

Inches AWG  mm2 L A c c2 SCE’W

TH-12-58 1/2 - 5/8” 10-10  6-50 250 350 125 - 5/16”

TH-12-58-R 12" - 5/8” 8-20 10-70 315 420 195 - M10

TH-58 5/8” 8-1/0  10-50 220 360 170  21.0 38

TH-58-R 5/8” 8-1/0  10-50 220 360 170  21.0 M10

TH-34 34’ 8-1/0  10-50 260 415 170 210 38

TH-34-R 3/4” 8-1/0  10-50 260 415 170 210 M10

TH-38 3/8” 12-8  4-16 190 275 128 213 5/16”

TH-1 1 8-10  10-50 443 690 298 383 M10

TH-1-R 1 8-10  10-50 443 690 298 383 M10
GTDB Purpose: Cable to busbar connections. Suitable for COPPERSTEEL or copper

i, cables.

Characteristics: Tightening connection. High electrical conductivity and
corrosion resistant. Two versions, GTDB model for one cable and GTDB2C for
two cables. Enough screw length for plate/bar thickness up to 7mm.

Application: Grounding systems in general (power distribution systems,
grounding grids, residential, building, industrial grounding, grounding in
telecommunication networks).

Material: Bronze clamp, fittings in copper alloy or hot galvanized steel.
Application Tool: Spanner set or open-ended wrench.

*Also available tin plated.

INTELLI Conductors Dimensions (mm)
‘_'-_| . AWG mm2 L A C Screw Figure
Foure 01 = '3 GTDB-8-4 8-4  10-25 270 340 450 M10
gG 5 A ™ GTDB-4-2/0 4-2/0  16-70 250 380 450 M10 ’
GTDB-2/0-250 2/0-250 70-120 38.0 53.0 50.0 M12
_______ GTDB-300-500  300-500 150-240 39.0 620  70.0 M12
INTELLI Conductors Dimensions (mm)
Fi 02
(I;gT[Ll)r;ZC A Code AWG mm? L A C Screw Figure
GTDB2C-8-4 8-4 10-25 33.0 35.0 45.0 M10
,,,,,,,,, GTDB2C-4-2/0 4-2/0  16-70 350 400 450 M10 2
GTDB2C-2/0-250  2/0-250 70-120 42.0 58.0 50.0 M12
GTDB2C-300-500 300-500 150-240  49.0 65.0 50.0 M12
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